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Technical Information

GAMAWET 100%

PRODUCT INFORMATION

Gama wet 100 % is a powerful wetting agent. Gama Wet 100% also has good detergency

and good emulsifying properties.

KEY FEATURES & BENEFITS

Key Features Benefits

Scouring agent for wool Good emulsifying properties to remove fats and waxes from
wool and its blends

GENERAL CHARACTERISTICS

Physical appearance : Colourless to pale yellow viscous liquid

Ionic Nature : Nonionic

pH of 1% solution 6+/-1

Miscibility : Miscible with water

Compatibility : Compatible with anionic, cationic and non-ionic products.

Stability : Stable to dilute acids & dilute alkalies.



APPLICATION

Since Wetdet-SO (Conc) has strong wetting dispersing and emulsifying action; it has many

uses in textile wet processing.

1. 0.5 g/l Wetdet-SO (Conc) in the desizing bath assists in rapid and even wetting of the
grey fabric. Wetdet-SO (Conc) does not impair the action of the enzyme.

2. Addition of 1 g/l of Wetdet-SO (Conc) to the finishing bath improves the penetration

and uniformity of application.

3. 0.5% Wetdet-SO (Conc) can be used as wetting agent for cotton hosiery and cotton

yarn for prewetting.

4. 0.5-1 g/l Wetdet-SO (Conc) may be used in wool scouring, milling and crabbing to

improve uniformity of the operation.

PRECAUTIONS

Storage : Store in cool, ventilated shed away from heat and direct sunlight. Storage
temperature should not exceed 35 deg C.Close lids firmly to avoid contact with air and

moisture.

Shelf Life : 9 months from the date of manufacturing, if stored under controlled

conditions.



